
CESSNA 172SP Part II

Nav II System (Non-G1000)

21) If the L VAC annunciator light illuminates (other than during self test) and the vacuum gauge reads 4.5”HG, this is an indication:

a) the vacuum system has failed, use partial panel procedures if in IMC

b) the left vacuum pump has failed and the right vacuum pump is operating normally, IFR or VFR flight may be initiated or continued

c) the aircraft should be written up and grounded

d) both A & C

22) Regarding the installed anti-collision light systems, which of the statement below is most correct (Day-VFR)

a) Rotating beacon must be functional and operated

b) Strobe lights are required to be functional but not operated 

c) Either strobe lights or rotating beacon must be functional & operated

d) Neither system is required to operate for Day-VFR

23) The following display indicates the navigation radio is in the ____ mode.

122.7         123.00        I      117.6        030 TO  


a) active/CDI

b) active/bearing

c) standby/radial

d) active/timer

24) You are cruising at 5000’ MSL with an altimeter setting of 30.12.  The altitude readout in the transponder window is showing 5200 feet.  This means:

a) nothing, the altitude displayed is relative to a baro setting of 29.92

b) the altitude encoder is malfunctioning or not communicating with the transponder

c) the static system has a leak or blockage, this is a serious condition and immediate action is warranted

d) you should determine which altitude source is malfunctioning by comparing to GPS altitude

Given the following display
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25) What radios will you hear over the headset?

a) Comm 1

b) Comm 2

c) Comm 3

d) A & B

26) What radio is set to transmit?

a) Comm 1

b) Comm 2

c) Comm 3

d) None of the above.

27) Which of the following statements is/are true about the ELT system:

1: When activated, the ELT transmits on 121.5 and 243.0 MHz

2: The transmitter can be activated automatically or manually

3:  A cockpit-mounted switch indicates activation whether manual or automatic

4:  A cockpit-mounted switch can deactivate the ELT

a) 1 only

b) 1,2 & 3 only

c) 2,3,& 4 only

d) all of the above

28) What modes of the autopilot still function with the loss of the DG (or HSI compass)?

a) All modes will still function correctly

b) ROL, NAV, APR and REV

c) ROL only

d) No modes will work

29) Which of the following is NOT a limitation when using the KLN89B GPS for use under IFR:

a) The pilots guide must be on board and accessible to the pilot

b) The database must be current for en-route and terminal navigation

c) The database must be current for approach navigation

d) The aircraft must have other approved navigation equipment appropriate to the route of flight installed and operational

Given the following display

[image: image2.png]' NAvV \lI( GPS AR
PS GPS J|| APR !
i





30) What navigation information is being displayed on the CDI?

a) VOR information from the number 1 VOR radio

b) VOR information from the number 2 VOR

c) GPS information in the approach arm mode

d) GPS information in the navigation mode only
DO NOT FORGET TO COMPLETE THE CLOSED BOOK PORTION LOCATED ON THE BACK SIDE OF THE ANSWER SHEETS.
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